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F. Indicative Sampling Point Selection of 

Underground Pipeline Trench and 

Underground Fuel Tank of T2 Building 

F.1 Indicative Sampling Point Selection of 2,500 L Underground Fuel Tank of 

Emergency Power Supply System No.1 (i.e. BH1) 

F.2 Indicative Sampling Point Selection of Underground Pipeline Trench of 

Emergency Power Supply System No.1 (i.e. BH2) 

F.3 Indicative Sampling Point Selection of 3,000 L Underground Fuel Tank of 

Emergency Power Supply System No.3 (i.e. BH5) 

F.4 Indicative Sampling Point Selection of Underground Pipeline Trench of 

Emergency Power Supply System No.3 (i.e. BH6) 

F.5 Indicative Sampling Point Selection of Underground Pipeline Trench of 

Emergency Power Supply System No.4 (i.e. HS3) 
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Manhole cover

Level sensor
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300mm thick concreteLongitudinal Section of BH1

Manhole Chamber

ø50 Fuel Oil Return Pipe from Daily Tank 

2,500 L fuel tank

Space filled with sand

Indicative Sampling Point  Selection of 2,500 L Underground Fuel Tank of 
Emergency Power Supply System No.1 (i.e. BH1)

Manhole cover

Manhole cover ø50 Fuel oil supply 

Ground Surface

0.5m

1.5m

Depth of concrete chamber
(~3.9 m)

Appendix F.1 Indicative Sampling Point Selection of 2,500 L Underground Fuel Tank of Emergency Power Supply 
System No.1 (i.e. BH1)

Legend:
Sand Sampling Point

Soil Sampling Point

Sample Sampling Point Selection Strategy 

Sand 0.5 m, 1.5 m Below Ground Surface and bottom level inside the 
concrete chamber

Soil Right underneath concrete chamber



Appendix F.2 Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.1 (i.e. BH2) 

LEGEND:

Curvature Sampling Point

Additional Sampling Point

BH4
BH3

BH1

L: 7m

L: 5m

L: 24m
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L: 13m
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L: 6.5mEmergency Generator Room

Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.1 (i.e. BH2) 

BH2
Total Length: Approx. 53 m

Annotation of 

Sampling Point

Type of Sampling Point 

(Curvature/ Additional)

Sample

At the level of fuel pipelines 

(Within Concrete Trench)

Right underneath concrete 

trench

BH2-S1 Curvature 

Sand

Soil

BH2-S2 Curvature Soil

BH2-S3 Curvature Soil

BH2-S4 Additional -

BH2-S5 Additional -

BH2-S6 Curvature Soil

BH2-S7 Additional -

BH2-S1
BH2-S2

BH2-S3

BH2-S4 BH2-S5

BH2-S6

BH2-S7



300mm thick concrete

Indicative Sampling Point  Selection of 3,000 L Underground Fuel Tank of Emergency Power 
Supply System No.3 (i.e. BH5)

3000 L underground tank

Level sensor

Filling pipe

Space filled with sand

0.5m

Ground Surface

1.5m

Depth of 
concrete 
chamber
(~4.4 m)

Appendix F.3 Indicative Sampling Point  Selection of 3,000 L Underground Fuel Tank of Emergency Power Supply System 
No.3 (i.e. BH5)

Legend:
Sand Sampling Point

Soil Sampling Point

Sample Sampling Point Selection Strategy 

Sand 0.5 m, 1.5 m Below Ground Surface and bottom level inside the 
concrete chamber

Soil Right underneath concrete chamber



BH8

BH7

BH5

L: 21m

BH6
Total Length: 
Approx. 26 m

L: 4m

L: 1m

L: 7m

L: 7m

L: 7m

Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.3 (i.e. BH6) 

Appendix F.4 Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.3 (i.e. BH6) 

LEGEND:

Curvature Sampling Point

Additional Sampling Point

Annotation of 

Sampling Point

Type of Sampling Point 

(Curvature/ Additional)

Sample

At the level of fuel pipelines 

(Within Concrete Trench)

Right underneath concrete 

trench

BH6-S1 Curvature 

Sand

Soil

BH6-S2 Additional -

BH6-S3 Additional -

BH6-S4 Curvature Soil

BH6-S1

BH6-S2

BH6-S3

BH6-S4



BH10

HS2

HS3
Total Length: Approx. 44 m

L: 2m

L: 13m

L: 5m

L: 21m

L: 3m

L: 6.25m

L: 6.25m

L: 7m L: 7m L: 7m

Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.4 (i.e. HS3)

Fuel Tank Room 

Appendix F.5 Indicative Sampling Point Selection of Underground Pipeline Trench of Emergency Power Supply System No.4 (i.e. HS3)

LEGEND:

Curvature Sampling Point

Additional Sampling Point

Annotation of 

Sampling Point

Type of Sampling Point 

(Curvature/ Additional)

Sample

At the level of fuel pipelines 

(Within Concrete Trench)

Right underneath concrete 

trench

HS3-S1 Curvature 

Sand

Soil

HS3-S2 Additional -

HS3-S3 Curvature Soil

HS3-S4 Curvature Soil

HS3-S5 Additional -

HS3-S6 Additional -

HS3-S7 Curvature Soil

HS3-S1

HS3-S2

HS3-S3

HS3-S4 HS3-S5 HS3-S6 HS3-S7
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